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1. GENERAL

The Peinemann Outside Bundle Cleaner (OBC-C) is an efficient, reliable, and safe bundle 
cleaner capable of cleaning the dirtiest bundles. With a recommended flow of 200 l/min 
(52.8 gal/min) and easy controls, the OBC-C can efficiently clean bundles during turnarounds. 
Further, the OBC-C is continuously developed using experience from the field and assembled 
from durable components, making it a highly reliable and durable machine. The intelligent 
design enables the OBC-C to be easily assembled and transported. In addition, the OBC-C 
provides a safe working environment for the operator as all functions are controlled from the 
safety of the cabin. This includes the control of optional hydraulic rollers. The cabin protects 
the operator from the high water pressure and contamination. Furthermore, the OBC-C is CE 
certified and assembled in the Netherlands.

The OBC-C comes standard with a 1-cylinder diesel-powered (air-cooled) powerunit. 
Optionally, the OBC-C can be delivered with an electric-powered or a 3-cylinder diesel-
powered (water-cooled) powerunit. 

2. KEY FEATURES

The Peinemann OBC-C comes with several features which significantly benefit your cleaning 
operations.

1. The OBC-C is designed out of two main components, the cabin and the main frame. The 
components come with standard forklift slots, enabling easy assembly and transportation. 

2. The main mast of the OBC-C can be lowered and raised easily, allowing it to be quickly 
transported. 

3. The drive system is hydraulically operated and runs on a rack and pinion drive system. This 
system is very controllable and allows for minimal maintenance.

4. The OBC-C comes with large outriggers for excellent support and stability.

5. The OBC-C is designed with heavy-duty composite glide blocks. These are long-lasting and 
help move the main mast quickly without getting stuck.

6. The OBC-C has a new mast design, allowing for the powerful reaction forces at 1000 Bar. 
Large flows at a lower pressure (significant reaction forces) are the best way to clean bundles 
from the outside. Flow is more crucial.

7. The OBC-C can be supplied with a basic control/powerpack setup or a closed cabin. The 
cabin is exceptionally comfortable and allows for a safe position for the operator. In addition, 
the cabin can be tilted for a better view and positioned conveniently as its base is set on 
wheels. The cabin has easy controls, windscreen wipers, and darkened glass to limit sun 
glare. All hydraulics, including an extra pump for hydraulic rollers, are standard.

8. The main mast is operated via hydraulics and cables. This is proven to be reliable and easy 
to maintain. In addition, the reach of the mast is long, which will allow for reaching well over 
the bundles.
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9. The OBC-C has handy options such as a greasing system, different design nozzle heads 
and even a rotating mast to clean bundles on both sides.

10. The OBC-C has a max working pressure of 1000 Bar. 

11. The OBC-C often works best at 700/800 Bar with a flow between 150 and 200 l/min.
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3. TECHNICAL SPECIFICATIONS

Technical specifications (approx.)
Cabin weight and dimensions

Max. cabin weight 1,700 kg (3,748 lb)

Max. cabin dimensions	 345.0 x 130.0 x 205.0 cm (135.8 x 51.2 x 80.7 in)

Additional height optional A/C roof unit 22.5 cm (8.9 in)

Max. cabin tilt for visibility 10 degrees

Base frame weight and dimensions

Frame weight (standard) 2,800 kg (6,173 lb)

Dimensions operating mode (standard) 1215.0 x 252.5 x 343.0 cm (478.3 x 99.4 x 135.0 in)

Dimensions operating mode (with optional hydraulic 

turnable tower)

1215.0 x 252.5 x 373.0 cm (478.3 x 99.4 x 146.9 in)

Dimensions operating mode (with optional manual 

turnable tower)

1215.0 x 252.5 x 361.0 cm (478.3 x 99.4 x 142.1 in)

Dimension transport mode (all models) 620.0 x 247.0 x 220.0 cm (244.1 x 97.2 x 86.6 in)

Dimensions container transport mode (nozzle block 

disassembled) (all models)

620.0 x 225.5 x 220.0 cm (244.1 x 88.8 x 86.6 in)

Water

Max. water pressure 1,000 bar (14,503 psi)

Recommended water flow 200 l/min (52.8 gal/min)

Number of nozzles (standard) 3

Working range

Working range forward/backward 150.0 cm (59.1 in)

Working range up/down 230.0 cm (90.1 in)

Working range left/right 1088.0 cm (428.3 in)

Hydraulics

Hydraulic oil tank 135 l (35.7 gal)

Hydraulic pump Dependent on powerunit
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Powerunit specifications (approx.)

Diesel engine (air cooled) powerunit (standard)

Model Hatz 1D90Z

Cylinders 1

Power 10.2 kW

Max. RPM 3,000 rpm

Cooling Air

Tank 58 liter (15.3 gal)

Diesel engine (water cooled) powerunit (option)

Model Hatz 3H50T

Cylinders 3

Power 18.4 kW

Max. RPM 1,500 rpm

Cooling Water

Tank 58 liter (15.3 gal)

Electric powerunit (option)

Power 11 kW

Max. RPM 1,500 rpm
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